
 

What is the Cable Drop Series?

    The Cable Drop Series is a collection of motorized electric screens 
that drop down on a thin steel cable, providing a clean look and 
versatile viewing experience. This unique system enables the screen to 
be lowered from very high ceilings in large venues, and eliminates the 
need for a large black drop area.

Experience Cable Drop

The Cable Drop Series of 

motorized electric screens offers 

a unique viewing experience for 

venues with high ceilings that 

would be impractical for 

standard electric screens. With 

the Cable Drop Series, there is 

no need for a large black drop 

area, which means the screen 

can descend from almost any 

ceiling height.

    The clean, industrial look of 

the Cable Drop Series is the 

perfect choice for performance 

halls, churches, and other large 

venues. The Severtson Tab 

Tension system ensures that the 

screen is always perfectly flat.

Smooth Operation

    Severtson Cable Drop screens can 

be operated in multiple convenient 

ways: the included RF remote 

allows wireless control, the 5-12 

volt trigger connection allows the 

Cable Drop Series to be 

automatically synchronized with 

the power cycle of a compatible 

projector, and RS-232 control 

enables advanced control of all 

screen functions.

    Severtson Cable Drop Series 

screens are equipped with a 

powerful motor providing smooth 

operation, extended durability, and 

reliable performance.

Features

• Stylish Cable Drop mechanism.

• High gain white material provides

   industry-leading visual performance.

• Perfect for large venues and areas

   with very high ceilings.

Material Choices

The Cable Drop Series is available in 

your choice of Severtson's quality 

projection surfaces listed below. 

Coatings and perforation may also be 

available. Contact a Severtson sales 

representative for more information.

 

Who We Are

Severtson Screens is a global leader in innovative and quality projection 

screens for the cinema, commercial, pro AV, and home theater markets.

For more information and current pricing, visit severtsonscreens.com/register
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• Cinema White (1.3 gain)

• Cinema Grey (1.0 gain) (max 220"

   at 16:9 aspect ratio)

• High Contrast Grey [HCNC] (0.7 gain)

   (max 168" at 16:9 aspect ratio)

• Rear Projection (0.8 gain) (max 265"

   at 16:9 aspect raio)
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Reflect your BEST image

Cable Drop Series
Motorized Electric Projection Screen

Recommended for

multi-use environments

Controls Included

IR Eye extension port*

Wireless handheld RF remote control

12volt trigger connection by 3.5mm jack*

Trigger cable

RS232 control port*

Power cable*

Limit switch adjustment tool

*Located on the audience left side panel

16:9 (1.777) HDTV Aspect Ratio

Model Viewing Diagonal Viewing Area (W x H) Case Length

CDT169275 275" 239.7” x 134.8” 268.0”

CDT169300 300" 261.5” x 147.1” 285.4” Cable Drop screens are suspended on

strong, thin steel cables.

 
The tension setting can easily be adjusted 

to maintain perfect viewing tension.

Severtson Screens
41502 N. Schnepf Rd. San Tan Valley, AZ 85140

Toll Free: 866-510-5155 • Phone: 480-610-5155 • Fax: 480-237-5964

HomeTheaterSales@SevertsonScreens.com

Visit Us Online
www.severtsonscreens.com

facebook.com/SevertsonScreens

twitter.com/SevertsonScreen

Note: The most common sizes and aspects are listed here. Visit severtsonscreens.com/model/CDT or
contact a sales representative for more available sizes and specifications.

CDT169165 165" 143.8” x 80.9” 185.0”

CDT169175 175" 152.5” x 85.8” 193.7”

CDT169200 200" 174.3” x 98.1” 215.5”

CDT169220 220" 191.7” x 107.9” 233.0”

CDT169250 250" 217.9” x 122.6” 259.1”


